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Analysis of Methods of Measuring En- 
trained Air in Concrete—W. A. Cordon 
and H. W. Brewer, 893. 

The Pyconometer Method for Determin- 
ing Entrained Air in Concrete—J. C. 
Pearson, 897. 

The Ohio Method of Determining the 
Amount of Air Entrained in Portland 
Cement Concrete—J. F. Barbee, 901. 

General Discussion, 905. 

Unfavorable Chemical Reactions of Aggre- 
gates in Concrete and A Suggested Cor- 


rective—W. C. Hanna, 986. Discussion, 
1000. 
Conditioning. 


Electrical Insulating Materials. 
Committee D-9, 364. 
Methods of Testing. Report of Commit- 


tee E-1, 425. 


Conducting Paint Electrodes for Dielectric 
Measurements—E. G. Meyer and M. A. 
Elliott. Published in ASTM Buttetm, 
No. 147, August, 1947, p. 63. 


Report of 


Conducting Paint Electrodes. 


Consistency. 


Determining Consistency on Small Samples 
of Lubricating Grease—R. F. McKibben. 
Published in ASTM Buttetin, No. 146, 
May, 1947, p. 74. 

Methods of Testing. Report of Commit- 


tee E-1, 425. 


People, Things, and Words—A. G. Ashcroft. 
Published in ASTM Buttetin, No. 145, 
March, 1947, p. 54. 

Report of Administrative Committee on 
Ultimate Consumer Goods. Appendix V, 
Annual Report of the Board of Directors, 
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Consumer Goods. 


Contact Metals. 


Corrosion. 
211. 
Electrical-Heating, Resistance and Related 
Alloys. Report of Committee B-4, 154 
Welding or Sticking of Electrical Contacts 

Erle I. Shobert II, 755. 


Report of Advisory Committee, 
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Containers. 


Paper and Paper Products. 
mittee D-6, 352. 
Shipping Containers. 
D-10, 377. 

Summary of Proceedings of the Philadelphia 
Spring Meeting—Symposium on Paint and 
Paint Materials (1947), 1154. 


Report of Com- 


Report of Committee 


Conversion Charts. 


Hardness Conversion Chart for Nickel and 
High-Nickel Alloys—F. P. Huston, Jr., 
770. Discussion, 781. 


Copper. 


Chemical Analysis of Metals. 
Committee E-3, 431. 

Copper and Copper Alloys, Cast and Wrought. 
Report of Committee B-5, 156. 

The Creep Characteristics of Copper and 
Some Copper Alloys at 300, 400, and 500 
F.—H. L. Burghoff and A. I. Blank, 725. 
Discussion, 754. 

The Fatigue Characteristics of Copper-Nickel- 
Zinc and Phosphor Bronze Strip in Bending 
Under Conditions of Unsymmetrical Load- 
ing—G. R. Gohn and W. C. Ellis, 713. 
Discussion, 722. 

Fatigue Characteristics of Some Copper Al- 
loys—H. L. Burghoff and A. I. Blank, 

) 695. Discussion, 711. 

Corrosion. Report of Advisory Committee, 
211. 

Electrodeposited Metallic Coatings. 
of Committee B-8, 193. 

Non-Ferrous Metals and Alloys. 
Committee B-2, 149. 

Performance Tests, atmospheric exposure 
tests of electroplated lead coatings on steel. 


Report of 


Report 


Report of 


on Report of Subcommittee II, Committee 
V, B-8, 195. 
rs. Recommendations Affecting Standards for 


Copper and Copper Alloys, Cast and 


Wrought. Report of Committee B-5, Ap- 
pendix, 159. 
ee, Copper-Bearing Steel. 
See also Steel. 
oo Corrosion. Report of Advisory Committee, 


211. 
Corrosion of Iron and Steel. Report of Com- 


mittee A-5, 116. _ 
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Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 


mittee A-5, 120. ay. 


Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 
mittee A-5, 120. 


Copper Covered Wires. 


Copper Wire. 


Wires for Electrical Conductors. 
Committee B-1, 146. 


Report of 


Fungus-Proofing Automotive Cork Gaskets— 
Sigmund Berk. Published in ASTM But- 
LETIN No. 145, March, 1947, p. 73. ¥ 


Cork. 


Corrosion. 


Corrosion. 
211. 

Corrosion of Iron and Steel. 
mittee A-5, 116. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 152. 

Die-Cast Metals and Alloys. 
Committee B-6, 179. 

Electrodeposited Metallic Coatings. 
of Committee B-8, 193. 

Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 
mittee A-5, 120. 

Inspection of Exposure Test Panels with 
Anodic Electrodeposited Coatings—Gustaf 
Soderberg, 826. 

Inspection of Exposure Test Panels with Non- 
decorative, Electrodeposited Cathodic Coat- 
ings—H. A. Pray, 822. 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee 
A-10, 143. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 182. 

Measurement of Thickness of Oxide Coatings 

“( on Aluminum Alloys—R. B. Mason and W. 

Cochran. Published in ASTM Butte- 
d TIN, No. 148, October, 1947, p. 47. 
Performance Tests, atmospheric exposure 
tests of electroplated lead coatings on steel. 
Report of Subcommittee II, Committee 
B-8, 195. 

Rating Exposure Test Panels of Decorative 


Report of Advisory Committee, 


Report of Com- 
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Corrosion—continued. 
Electrodeposited Cathodic Coatings—W. 
A. Wesley, 803. Discussion, 815. 


Corrosion-Resisting Steels. 


See also Alloy Steels, Corrosion. 

Corrosion. Report of Advisory Commit- 
tee, 211. 

Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 
mittee A-5, 120. 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee 
A-10, 143. 


Cotton. 


See also Textile Materials. 
Textile Materials. Report of Committee 
D-13, 395 


See Lubricants; Petroleum Products. 


Creep Testing. 


Creep and Creep-Rupture Testing—G. V. 
Smith, W. G. Benz, and R. F. Miller, 
615. Discussion, 636. 

The Creep Characteristics of Copper and Some 
Copper Alloys at 300, 400, and 500 F.— 
H. L. Burghoff and A. IL. 


Discussion, 754. 
Cutting Oils. 
Report of Administrative Committee on 


Standards. Appendix II, Annual Report 
of the Board of Directors, 74. 
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Dampproofing. 
See Waterproofing Materials. 


Deposits, Water Formed. 


An Evaluation of Test Methods for the Deter- 
mination of Dissolved Oxygen in Deaerated 
Boiler Feedwater—J. F. Sebald, 1121. 
Discussion, 1138. 

Round Table Discussion on Water-Formed 

Deposits: 
Introduction—C. E. Imhoff, 1088. 


‘Some Problems in Nomenclature in Miner- 


alogy and Inorganic Chemistry—Michael 
Fleischer, 1090. Discussion, 1109. 

Use of the Spectroscope in the Determina- 
tion of the Constituents of Boiler Scale 
and Related Compounds—Alton Gabriel, 
Howard J. Jaffe, and Maurice J. Peter- 
son, 1111. Discussion, 1117. 


Die Castings. 


Corrosion. 
211. 
Die-Cast Metals and Alloys. 

Committee B-6, 179. 


Report of Advisory Committee, 


Report of 


See Deposits, Water Formed. 


Dissolved Oxygen. 


Distillation. 


Proposed Method for Determination of Total 
Solids in Industrial Waters of High Purity. 
Appendix. Report of Committee D-19, 
417. 

District Activities. 


Report of Administrative Committee on 
District Activities. Appendix VII, Annual 
Report of the Board of Directors, 91. 


Durability. 
See Weathering. 


Duralumin. 


See Aluminum. 
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Effect of Temperature. 


See Temperature, Effect of. a 


Welding or Sticking of Electrical Contacts— 
Erle I. Shobert II, 755. ; 


Report of 


Electrical Contacts. 


Electrical Insulating Materials. 


Electrical Insulating Materials. 
Committee D-9, 364. 
Measurement and Control of Interlaminat 
Resistance of Laminated Magnetic Cores- 
R. F. Franklin. Published in ASTM 
BULLETIN@No. 144, January, 1947, p. 57. 
Plastics. Reports. of Committee D-20, 42! 
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Recommendations Affecting Standards for 


Electrical Insulating Materials. 


Appendix, 


Report of Committee D-9, 372. 
Summary of Proceedings of the Symposium 
on Insulating Oil, 1149. 


Corrosion. 
211. 


Electrical Resistance and Heating Alloys. 


Report of Advisory Committee, 


Electrical-Heating, Resistance, and Related 


Alloys. 


Corrosion. 
211. 


Report of Committee B-4, 154. 


Electric-Furnace Alloys. 


Report of Advisory Committee, 


Electrical-Heating, Resistance, and Related 


Alloys. 


Report of Committee B-4, 154. 


Electrical Testing. 


A New Type of Magnetic Flaw Detector— 


Carlton H. Hastings, 651. 


Discussion, 660. 


The Progress of Failure in Metals as Traced 
by Changes in Magnetic and Electrical 
Properties—P. E. Cavanagh, 639. Dis- 
cussion, 648. 


Corrosion of Iron and Steel. 


Electrodeposited Coatings. 


Report of 


Committee A-5, 116. 


Electrodeposited Metallic Coatings. 


Report 


of Committee B-8, 193. 


Inspection 


of Exposure Test Panels with 


Anodic Electrodeposited Coatings—Gustaf 
Soderberg, 826. 


Inspection 


of Exposure Test Panels with 


Nondecorative, Electrodeposited Cathodic, 
Coatings—H. A. Pray, 822. 

Performance Tests, atmospheric exposure tests 
of electroplated lead coatings on steel. 
Report of Subcommittee II, Committee 


B-8, 195. 


Rating Exposure Test Panels of Decorative 
Electrodeposited Cathodic Coatings—W. 
A. Wesley, 803. Discussion, 815. 

Some of the Effects of Cadmium, Zinc, and 
Tin Plating on Springs—John R. Gustaf- 


son, 782. Discussion, 801, = 


Electrolytic Corrosion. 


See also Corrosion. 


Corrosion. 
211. 


Report of Advisory Committee, 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 152. 


Electronic Materials. 


Electrical-Heating, Resistance, ‘and Related 
Alloys. Report of Committee B-4, 154. 


Elevated Temperature. 7 


See Temperature, Effect of. 


Emulsified Asphalt. 
See Asphalt. 


Engine Antifreezes. 


Report of Administrative Committee on 
Standards. Appendix II, Annual Report 
of the Board of Directors, 74. 


Errosive Effects. 


Errosive Effects of Gun Blast on Materials— 

Development of a Strong Brittle Alloy— 

J. A. Broadston. Published in ASTM 

Buttetin, No. 148, October, 1947, p. 39. 
Evaporation Test. 


Proposed Method of Test for Evaporation 
Loss of Lubricating Greases and Oils. Ap- 
pendix II. Report of Committee D-2, 297. 


Exposure Tests. 


See Corrosion; Weathering. 


J 
Fabrication. 


Methods of Testing Building Constructions, 
Report of Committee E-6, 439. ‘ 


Fatigue Testing. 


Fabrics. 
See Textile Materials. 


Fatigue. Report of Committee E-9, 443. 

The Fatigue Characteristics of Copper-Nickel- 

Zinc and Phosphor Bronze Strip in Bending 

Under Conditions of Unsymmetrical Load- 

- ing—G. R. Gohn and W. C. Ellis, 713. 
Discussion, 722. 

Fatigue Characteristics of Rotating-Beam 
Versus Rectangular Cantilever Specimens 
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Fatigue Testing—cont ‘nued. 


; of Steel and Aluminum Alloys—F. B. Fuller 


and T. T. Oberg, 665. Discussion, 673. 
Fatigue Characteristics of Some Copper Al- 
loys—H. L. Burghoff and A. I. Blank, 695. 
Discussion, 711. 
The High-Temperature Fatigue Strength of 
Several Gas Turbine Alloys—P. R. Toolin 
and N. L. Mochel, 677. Discussion, 694. 
New Apparatus for Axial-Load Fatigue Test- 
ing—W. N. Findley. Published in ASTM 
Buttetin, No. 147, August, 1947, p. 54. 
Some of the Effects of Cadmium, Zinc, and 
Tin Plating on Springs—John R. Gustaf- 
son, 782. Discussion, 801. 
Report of Administrative Committee on 
Simulated Service Testing. Appendix VI, 
Annual Report of the Board of Directors, 
89. 
Fence. 
Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 
mittee A-5, 120. al 
Fiberboard. 
Paper and Paper Products. Report of Com- 
mittee D-6, 352. 


Fibers. 
Textile Materials. Report of Committee 
D-13, 395. 
Textile Testing in Germany—H. F. Schiefer, 


L. Fourt, and R. T. Kropf. Published in 
ASTM Buttetin, No. 144, January, 1947, 


p. 17. 


Sensitometry of Radiographic Films Exposed 
to Two-Million-Volt X-Rays—E. A. Burrill 
and W. W. Buechner. Published in ASTM 
BuLieTIN, No. 148, October, 1947, p. 52. 


Filler Metal. 
Filler Metal. 


202. 


Films. 


Report of Joint Committee, 


Finances. 


Effect of Temperature on the Properties of 
Metals. Report of Joint Research Com- 
mittee, 205. 

Report of the Auditors for the Fiscal Year, 


January 1 to December 31, 1946. Ap- 
pendix I, Annual Report of the Board of 
Directors, 64. 


Fire Brick. 


See Refractories. 


Fire Tests. 


Fire Tests of Materials and Construction. 


Report of Committee E-5, ~ 3 
Flexure Testing. 


A Variable-Span Flexure Test Jig for Plastic 
Specimens—B. M. Axilrod, R. W. Thiebeau, 
and G. E. Brenner. Published in ASTM 
BULLETIN, No. 148, October, 1947, p. 96. 


Fracture Stress. 


Influence of Plastic Extension and Compres- 
sion on the Fracture Stress of Metals— 
D. J. McAdam, Jr., G. W. Geil, and W. D. 
Jenkins, 554. Discussion, 573. 


Freezing-and-Thawing Tests. 


The Effect of Blends of Natural and Port- 
land Cement on Properties of Concrete— 
A. G. Timms, W. E. Grieb, and George 
Werner, 926. Discussion, 944. 4 


Fungus-Proofing Automotive Cork Gaskets— 
Sigmund Berk. Published in ASTM But- 
LETIN, No. 145, March, 1947, p. 73. 


Galvanic Corrosion. 


See also Corrosion. 

Corrosion. Report of Advisory Committee, 
211. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 152. 


Fungus-Proofing. 


Galvanizing. 


See Zinc Coatings. 


Gas Turbine Alloys. 


The High-Temperature Fatigue Strength of 
Several Gas Turbine Alloys—P. R. Toolin 
and N. L. Mochel, 677. 


Discussion, 6% 
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Gaseous Fuels. 


Gaseous Fuels. Report of Committee D-3, 
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Graphitization. 
Stability of Steels as Affected by Tempera- 


342 a _ a ture (Project No. 29), J. J. Kanter and E. 
A. Sticha, Appendix, Report of Joint Re- 

? 
Geshe. a search Committee on Effect of Tempera- 


Fungus- -Proofing Automotive Cork Gaskets— 
Sigmund Berk. Published in ASTM But- 
LETIN, No. 145, March, 1947, p. 73. 


Gasoline. 


Cutting Aircraft Engine Maintenance Cost— 
E. A. Droegemueller. Published in ASTM 
BULLETIN, No. 148, October, 1947, p. 79. 

Petroleum Products and Lubricants. Report 
of Committee D-2, 271. 

Polarographic Determination of Tetraethy] 
Lead in Gasoline—Richard Borup and 
Harry Levin, 1010. 

Proposed Method of Test for Sulfur in Petro 
leum Products by the COO. Lamp 
Method. Appendix V. Report of Com- 
mittee D-2, 315. 

Proposed Method of Test for Total Olefinic 
and Aromatic Hydrocarbons in Gasoline. 
Appendix IX. Report of Committee D-2, 
333. 


Gear Tester. 


A Gear and Lubricant Tester—Measures 
Tooth Strength or Surface Effects—E. A. 
Ryder. Published in ASTM Buttetin, 
No. 148, October, 1947, p. 69. 


Glass. 


Electrical Insulating Materials. 
Committee D-9, 364. 
Glass and Glass Products. 

mittee C-14, 250. 
Science Advancing—the Future of Testing— 

E. U. Condon. Published in ASTM But- 

LETIN, No. 146, May, 1947, p. 53. ? 


Report of 


Report of Com- 


Glass Textiles. 


See also Textiles. 
Textile Materials. 
D-13, 395. 


Glue. 
See Adhesives. 


Grain Size. 


Report of Committee 


Metallography. 
435. 


Report of Committee E-4, 


ture on the Properties of Metals, 207. 


Gravimetric Method. 


Comparison of Three Methods of Measuring 
Air Entrainment in Concrete—Alexander 
Klein, David Pirtz, and C. B. Schweizer, 
876. General Discussion, 905. 


Gray Iron. 


See Cast Iron. 
Grease. 
Determining Consistency on Small Samples of 
Lubricating Grease—R. F. McKibben. 
Published in ASTM Buttetin, No. 146, 
May, 1947, p. 74. 

A Microworker for Lubricating Greases— 
G. M. Hain. Published in ASTM Bvut- 
LETIN, No. 147, August, 1947, p. 86. 

The Motor-Driven Grease Worker and Its 
Application for Evaluating Consistency 
Stability of Lubricating Greases. Pub- 
lished in ASTM Bu tteti, No. 149, Decem- 
ber, 1947, p. 44. 

Penetration of Block Greases—L. C. Brun- 


ye we strum and A. W. Weitkamp. Published 


in ASTM Buttetin, No. 149, December, 
1947, p. 48. 

Proposed Method of Test for Evaporation 
Loss of Lubricating Greases and Oils. Ap- 
pendix II. Report of Committee D-2, 
297. 

Report on Micro Penetration of Lubricating 
Grease. Published in ASTM Buttetin, 
No. 147, August, 1947, p. 81. 

Report on Rapid Methods of Grease Analysis. 


Published in ASTM Buttetin, No. 148, 


October, 1947, p. 73. 
Grit. 


_ Proposed Method of Test for the Siliceous — 


Grit Content of Paper and Paper Products. 
Appendix I. Report of Committee D-6, 
354, 
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Guided Missiles—continued 
E. U. Condon. Published in ASTM Betr- 
LeTIN, No. 146, May, 1947, p. 53. 


Gun Blast Effects. 


Erosive Effects of Gun Blast on Materials— 
Development of a Strong Brittle Alloy— 
J. A. Broadston. Published in ASTM But- 


LETIN, No. 148, October, 1947, p. 39. 
H 


Hard Rubber. 


See Rubber Products. i 
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Hardness Testing. 


Hardness Conversion Chart for Nickel and 
High-Nickel Alloys—F. P. Huston, Jr., 
770. Discussion, 781. 

Hardness and Abrasion Resistance of Plas- 
tics—L. Boor, J. D. Ryan, M. E. Marks, 
and W. F. Bartoe, 1017. 


Heating Oil. 
See Fuel Oil. 


High-Temperature Materials. 


See also Refractories; Temperature, Ef- 
fect of. 

Ceramic Coatings for Steel in High-Tempera- 
ture Service—W. N. Harrison, D. G. Moore 
and J. C. Richmond. Published in ASTM 
Buttetin, No. 145, March, 1947, p. 59. 

Effect of Temperature on the Properties of 
Metals. Report of Joint Research Com- 
mittee, 205. 

Stability of Steels as Affected by Tempera- 
ture (Project No. 29), J. J. Kanter and 
EK. A. Sticha, Appendix, Report of Joint 
Research Committee on Effect of Tempera- 
ture on the Properties of Metals, 207. 


High Temperature Testing. 


> 
Surface Areas of High-Calcium Quicklimes 


and Hydrates—H. R. Staley and S. H. 
Greenfeld, 953. Discussion, 965. 


See Temperature, Effect of. 


Hydrates. 


Hydrocarbons, Aromatic. 


See also Benzene; Toluene; Xylene. 
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Impact Testing. 


Industrial Aromatic Hydrocarbons. 
of Committee D-16, 406. 


i 
Ignition Temperatures. 


Ignition Temperatures of Rigid Plastics— 
E. M. Schoenborn and D. S. Weaver, Jr. 
Published in ASTM BuLtetin, No. 146, 
May, 1947, p. 80. Discussion, No. 148, 
October, p. 86. 
4 
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An Experimental Study of the Propagation 
of Plastic Deformation Under Conditions 
of Longitudinal Impact—P. E. Duwez and 
D. S. Clark, 502. Discussion, 523. 

Investigation of the Resistance to Impact 
Loading of Plastics—H. Liander, C. Schaub, 
and A. Asplund. Published in ASTM 
BuLetin, No. 148, October, 1947, p. 88. 

Physical Characteristics of Steel for Tubular 
Products—A. B. Wilder, 596. Discussion, 
610. 

Reproducibility of the Single-Blow Charpy 
Notched-Bar Test—N. A. Kahn and E. A. 
Imbembo. Published in ASTM Buttetin, 
No. 146, May, 1947, p. 66. Discussion, 
No. 147, August, p. 88. 

A Study of the Transition from Shear to 
Cleavage Fracture in Mild Steel—Harmer 
E. Davis, Earl R. Parker, and Alexander 
Boodberg, 483. Discussion, 500. 

The Velocity Aspect of Tension-Impact Test- 
ing—William H. Hoppmann II, 533. Dis- 
cussion, 545. 


Indiana Method. 


Indiana Method for Measuring Entrained Air 
in Fresh Concrete—P. D. Miesenhelder, 
865. 


Report 


Industrial Waters. 
See Water. 


Insulating Materials. 


See Electrical Insulating Materials; Re- 
fractories; Thermal Insulating Materi- 


als. 


Summary of Proceedings of the Symposium 
on Insulating Oil, 1149. 
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Intercrystalline Cohesion. 


Intercrystalline Cohesion and the Stress- 
Rupture Test—H. H. Bleakney, 575. Dis- 
cussion, 590 


Iron. 


See also Wrought Iron. 

Corrosion. Report of Advisory Committe, 
211. 

Corrosion of Iron and Steel. 
mittee A-5, 116. . 

Filler Metal. Report of Joint Committee, 
202. 

Magnetic Properties. 
A-6, 138. 
Wrought Iron. 

113. 


Report of Com- 


Report of Committee 


Report of Committee A-2, 


Iron-Chromium-Nickel Alloys. 


See Corrosion-Resisting Steels; Electrical- 
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Lacquer. 

’; See also Electrical Insulating Materials. 

a, Corrosion. Report of Advisory Committee, 
211. 

to Paint, Varnish, Lacquer, and Related Prod- 

“4 ucts. Report of Committee D-1, 256. 

er 

Laminates. 

“ Engineering Laminates—Fundamentals Un- 
derlying the Problems of Their Inhomo- 
geneity. Twenty-first Edgar Marburg Lec- 
ture—Walter C. Voss, 449. 

Ai Measurement and Control of Interlaminar 

r 
Resistance of Laminated Magnetic Cores— 
, q _R.F. Franklin. Published in ASTM But- 
_ LETIN, No. 144, January, 1947, p. 57. 
Latex. 
See Rubber Products. 
Lead. 
Re- 
Corrosion. Report of Advisory Committee, 
teri- 
Electrodeposited Metallic Coatings. Report 
of Committee B-8, 193. 
rsius Inspection of Exposure Test Panels with Non- 


decorative Electrodeposited Cathodic Coat- 
ings—H. A. Pray, 822. 
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Non-Ferrous Metals and Alloys. 
Committee B-2, 149. 

Performance Tests, atmospheric exposure 
tests of electroplated lead coatings on steel 
Report of Subcommittee II, Committee 
B-8, 195. 


Report of 


Lead-Coated Wire. 


Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 


mittee A-5, 120. 


Light Aging Test. 
See Weathering. 


Light Metals. 


See Aluminum; Magnesium. 


Lime. 


Lime. Report of Committee C-7, 237. 
Surface Areas of High-Calcium Quicklimes 
and Hydrates—H. R. Staley and S. H. 


Greenfeld, 953. Discussion, 965. 


Liquid Dielectrics. 


See Electrical Insulating Materials; 
Transformer Oils. 


Load-Elongation Recorder. 


A Rapid Method for Accurate Yield Strength 
Determination Without Stress-Strain 
Curves—L. J. Ebert, M. L. Fried, and A. 
R. Toole.. Published in ASTM Buttetin, 
No. 145, March, 1947, p. 50. Discussion 
p. 52; No. 148, October, 1947, p. 94; No. 
149, December, 1947, p. 99. 


Load Tests of Soils. 


Summary of the Proceedings of the Symposium 
on Load Tests of Bearing Capacity of 
Soils, 1152. 


_ Low-Temperature Testing. 
See Temperature, Effect of. 
Lubricants. 


Determining Consistency on Small Samples 
of Lubricating Grease—R. F. McKibben. 
Published in ASTM Buttetin, No. 146, 
May, 1947, p. 74. 

A Gear and Lubricant Tester—Measures 
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Tooth Strength or Surface Effects-—E. A. 
Ryder. Published in ASTM Bvuttetin, 
No. 148, October, 1947, p. 69. 

A Microworker for Lubricating Greases— 
G. M. Hain. Published in ASTM Butte- 
TIN, No. 147, Augus , 1947, p. 86. 

The Motor-Driven Grease Worker and Its 
Application for Evaluating Consistency 
Stability of Lubricating Greases. Pub- 
lished in ASTM Buttetin, No. 149, Decem- 
ber, 1947, p. 44. 

Penetration of Block Greases—L. C. Brun- 
strum and A. W. Weitkamp. Published 
in ASTM Buttetin, No. 149, December, 
1947, p. 48. 

Petroleum Products and Lubricants. 
port of Committee D-2, 271. 

Proposed Method for Determination of Color 
Index of Petroleum Products by Photo- 
electric Colorimeter. Appendix IV. Re- 
port of Committee D-2, 307. 

Proposed Method of Test for Acid and Base 
Numbers of Petroleum Oils by Alkali 
Blue Color Indicator. Appendix VII. Re- 
port of Committee D-2, 327. 

Proposed Method of Test for Acid and Base 
Numbers of Petroleum Oils by Alpha- 
Naphtholbenzein Color Indicator. Ap- 
pendix VIII. Report of Committee D-2, 
331. 

Proposed Method of Test for Evaporation 
Loss of Lubricating Greases and Oils. Ap- 
pendix II. Report of Committee D-2, 297. 

Proposed Method of Test for Sulfur in Pe- 
troleum Products by the CO.-O. Lamp 
Method. Appendix V. Report of Com- 
mittee D-2, 315. 

Proposed Recommended Practices for the 
Preparation of New Turbine Lubricating 
Systems. Appendix I. Report of Com- 
mittee D-2, 289. 

Proposed Research Procedure for Determina- 
tion of Mineral Oil Content of Used Lubri- 
cating Oil. Appendix VI. Report of Com- 
mittee D-2, 322. 

Report of Subcommittee XI on Methods for 
Determination of Sulfated Residue. Ap- 
pendix. Report of Committee D-2, 280. 

Report on Micro Penetration of Lubricating 
Grease. Published in ASTM BUvuLLetIN 
No. 147, August, 1947, p. 81. 

Report on Rapid Methods of Grease Analysis. 


Re- 


Published in ASTM Bu ttetin, No. 148, 
October, 1947, p. 73. 

Summary of Proceedings of the Symposium 
on Synthetic Lubricants, 1150. 


Report of Advisory Committee, 


Magnesium. 


Corrosion. 
211. 

Die-Cast Metals and Alloys. Report of 
Committee B-6, 179. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 182. 

Plastic Flow of a Magnesium Alloy Under 
Biaxial Stresses—D. M. Cunningham, E. 
G. Thomsen, and J. E. Dorn, 546. 


Magnesium Sulfate Test. 


Relation of Absorption and Sulfate Test 
Results on Concrete Sands—Katharine 
Mather. Published in ASTM BuLtetmn, 
No. 144, January, 1947, p. 26. 

Magnetic Testing. 

Magnetic Properties. 
A-6, 138. 

A New Type of Magnetic Flaw Detector— 
Carlton H. Hastings, 651. Discussion, 
660. 

The Progress of Failure in Metals as Traced 
by Changes in Magnetic and Electrical 
Properties—P. E. Cavanagh, 639. Dis- 
cussion, 648. 


Report of Committee 


Malleable Iron. 
Malleable Iron-Castings. Report of Com- 
mittee A-7, 141. 
Membership. 


Annual Report of the Board of Directors, 41. 


Merriman Sugar-Solubility Test. 


An Explanation of the Titration Values 
Obtained in the Merriman Sugar-Solubility 
Test for Portland Cement—William Lerch. 
Published in ASTM Buttetin, No. 145, 
March, 1947, p. 62. Discussion, No. 147, 
August, 1947, p. 89. 


Metal Polish 


Measurement of Metal Polish Performance— 
F. E. Clarke and Robert C. Adams. Pub- 
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lished in ASTM Buttetin, No. 147 , August, 
1947, p. 57. 


Metal Powders. 


Metal Powders and Metal Powder Products. 
Report of Committee B-9, 200. 


Metallography. 
Metallography. Report of Committee E-4, 


435. 


Methods of Testing. 


(Papers and reports covering methods of 
analysis, sampling, testing, etc., are indexed 
under the materials and subjects covered 


by them.) 
Methods of Testing. Report of Committee 
E-1, 425. 
Mica. 
Electrical Insulating Materials. Report of 
— 


Committee D-9, 364. 


Microworker. 


A Microworker for Lubricating Greases—G. 
M. Hain. Published in ASTM Buttetin, 
No. 147, August, 1947, p. 86. 

Molded Insulating Materials. 

See Electrical Insulating Materials; Plas- 

tics; Thermal Insulating Materials. 
Mortar. 
Lime. Report of Committee C-7, 237. 
Properties of Masonry Mortars of Several 
€ ompositions—David Watstein and N. A. 


Seese, Jr. Published in ASTM BuLietin 
No. 147, August, 1947, p. 77. 


Motor Fuel. : 


See Gasoline; Petroleum Products. 


Motor Oils. 


See Lubricants; Petroleum Products. 


Natural Building Stone. 


See Aggregates; Stone. 


‘ub- 


Neutralization. 


Proposed Method of Test for Acid and Base 


a = 


Numbers of Petroleum Oils by Alkali Blue | 
Color Indicator. Appendix VII. Report 
of Committee D-2, 327. 

Proposed Method of Test for Acid and Base 
Numbers of Petroleum Oils by Alpha- 
Naphtholbenzein Color Indicator. Appen- 

dix VIII. Report of Committee D-2, 331. 


Nickel. 


_ Corrosion. Report of Advisory Committee, 

* 

Electrodeposited Metallic Coatings. 
of Committee B-8, 193. 

Hardness Conversion Chart for Nickel and > 
High-Nickel Alloys—F. P. Huston, Jr., 
770. Discussion, 781. 

Non-Ferrous Metals and Alloys. 
Committee B-2, 149. 

Welding or Sticking of Electrical Contacts— 


Erle I. Shobert II, 755. 


See Alloy Steel; Corrosion-Resisting Steel. 


Fatigue Characteristics of Some Copper 
Alloys——H. L. Burghoff and A. I. Blank, 
695. Discussion, 711. 

Reproducibility of the Single-Blow Charpy 
Notched-Bar Test—N. A. Kahn and E. A. 
Imbembo. Published in ASTM BULLETIN, 
No. 146, May, 1947, p. 66. Discussion, 
Published in ASTM Buttetin, No. 147, 
August, 1947, p. 88. 


The Ohio Method of Determining the Amount 
of Air Entrained in Portland Cement Con- 
crete—J. F. Barbee, 901. General Dis- 
cussion, 905. 


Report 


Report of 


Nickel-Chromium Alloys. 


Nickel-Copper Alloys. 
See Alloys, Non Ferrous. 


Notch Effect. 


See Lubricants, Petroleum Products; 
Transformer Oil. 


Oxide Coatings. 


Measurement of Thickness of Oxide Coatings 
on Aluminum Alloys—R. B. Mason and 


. 
es 
ty 
‘h. 
5, 
47, 
e- 
4 


Oxide Coatings—continued. 
W. C. Cochran. Published in ASTM 
BULLETIN No. 148, October, 1947, p. 47. 


Oxychloride Cement. 


Report of Administrative Committee on 
Standards. Appendix I, Annual Report 
of the Board of Directors, 74. 


Paint. 


Corrosion. 
211. 

Introduction to Statistics—A. E. R. Westman. 
Published in ASTM Buttetin, No. 148, 
October, 1947, p. 61. 

Paint, Varnish, Lacquer, and _ Related 
Products. Report of Committee D-1, 256. 

Report on the Evaluation of Surface Treat- 
ment of Steel Prior to Painting, Arnold J. 
Eickhoff, Appendix, Report of Com- 
mittee D-1, 264. 

Summary of Proceedings of the Philadelphia 
Spring Meeting—Symposium on Paint and 


Paint Materials (1947), 1154. = 


Conducting Paint Electrodes for Dielectric 
Measurements—E. G. Meyer and M. A. 
Elliott. Published in ASTM BUvLLeEtIn, 
No. 147, August, 1947, p. 63. 


Report of Advisory Committee, 


Paint Electrodes. 


Paper. 


Electrical Insulating Materials. Report of 
Committee D-9, 364. 

Paper and Paper Products. 
Committee D-6, 352. 

Proposed Method of Test for Scuff Resistance 
of Paperboard. Appendix II. Report of 
Committee D-6, 356. 

Proposed Method of Test for the Siliceous 
Grit Content of Paper and Paper Products. 
Appendix I. Report of Committee D-6, 
354. 

Proposed Method of Test for the Siliceous 
Grit Content of Paper and Paper Products. 
Published in ASTM Buttiri:n No. 144, 
January, 1947, p. 48. 

Shipping Containers. Report of Committee 
D-10, 377. 


Report of 
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Papers and Publications. 
Annual Report of the Board of Directors, 41. 
Report of Administrative Committee on 
Papers and Publications. Appendix IV, 


Annual Report of the Board of Directors, 
83. 


Particle Size. 


Methods of Testing. of Committes 
E-1, 425. 


Paving Materials. 

See Aggregates; Brick; Cement; Concrete; 
Bituminous Materials. 

See also Consistency. 

Penetration of Block Greases—L. C. 
Brunstrum and W. W. Weitkamp. Pub- 
lished in ASTM Buttetin No. 149, Decem- 
ber, 1947, p. 48. 


Report on Micro Penetration of Lubricating 
Grease. Published in ASTM Butteti, 


No. 147, August, 1947,p.81. 


A Burning Index for Distillate Fuels—J. C. 
Reid and A. B. Hersberger. Published in 
ASTM Butietin No. 145, March, 1947, 
p. 77. 

Cutting Aircraft Engine Maintenance Cost— 
E. A. Droegemueller. Published in ASTM 
BuLtetin, No. 148, October, 1947, p. 79. 

Petroleum Products and Lubricants. Report 
of Committee D-2, 271. 

Proposed Method of Test for Acid and Base 
Numbers of Petroleum Oils by Alkali Blue 
Color Indicator. Appendix VII. Report 
of Committee D-2, 327. 

Proposed Method of Test for Acid and Base 
Numbers of Petroleum Oils by Alpha- 
Naphtholbenzein Color Indicator. Appen- 
dix VIII. Report of Committee D-2, 331. 

Proposed Method for Determination of 
Butadiene Content of Polymerization Grade 
Butadiene by Koppers—Hinckley Method. 
Appendix III. Report of Committee D-2, 
300. 

Proposed Method for Determination of Color 
Index of Petroleum Products by Photo- 
electric @olorimeter. Appendix IV. Re- 
port of Committee D-2, 307. - 


Penetration. 


Petroleum Products. 
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Plastic Deformation 


Proposed Method of Test for Evaporation 
Loss of Lubricating Greases and Oils. 
Appendix II. Report of Committee D-2, 
297. 

Proposed Method of Test for Sulfur in Petro- 
leum Products by the CO,—O, Lamp 

' Method. Appendix V. Report of Com- 

mittee D-2, 315. 

Proposed Method of Test for Total Olefinic 
and Aromatic Hydrocarbons in Gasoline. 
Appendix IX. Report of Committee D-2, 
333. 

Proposed Recommended Practices for the 
Preparation of New Turbine Lubricating 
Systems. Appendix I. Report of Com- 
mittee D-2, 289. 

Proposed Research Procedure for Determina- 


tion of Mineral Oil Content of Used 
_ Lubricating Oil. Appendix VI. Report 


of Committee D-2, 322. 

Report of Subcommittee XI on Methods for 
Determination of Sulfated Residue. Ap- 
pendix. Report of Committee D-2, 280. 

Report on Reproducibility and Repeatability 

_ of the Method for Determination of Buta- 
diene in Polymerization Grade Butadiene. 

Appendix. Report of Committee D-2, 283. 


pH Value. 
Methods of Testing. Report of Committee 
E-1, 425. 
Phenolic Materials. 
See Electrical Insulating Materials; Plas- 
tics. 
Photoelectric Colorimeter. 


Proposed Method for Determination of Color 
_ Index of Petroleum Products by Photo- 
electric Colorimeter. Appendix IV. Re- 


_ port of Committee D-2, 307. 


Photometric Methods. 


Chemical Analysis of Metals. 
Committee E-3, 431. 


Report of 


Pigments. 


Corrosion. 
211. 
Paint, Varnish, Lacquer, and Related 
Products. Report of Committee D-1, 256. 


Report of Advisory Committee, 


Plastic Refractories. 


Plastics. 
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An Experimental Study of the Propagation of 
Plastic Deformation Under Conditions of 
Longitudinal _Impact—P. E. Duwez and 
D. S. Clark, 502. Discussion, 523. 

Influence of Plastic Extension and Compres- 
sion on the Fracture Stress of Metals— 
D. J. McAdam, Jr., G. W. Geil, and W. D. 
Jenkins, 554. Discussion, 573. 

Intercrystalline Cohesion and the Stress- 
Rupture Test—H. H. Bleakney, p. 575. 
Discussion, 589. 

Plastic Flow of a Magnesium Alloy Under 
Biaxial Stresses—D. M. Cunningham, E. G. 
Thomsen, and J. E. Dorn, 546. 

The Progress of Failure in Metals as Traced 
by Changes in Magnetic and Electrical 
Properties—P. E. Cavanagh, 639. Dis- 
cussion, 648. 

A Study of the Transition from Shear to 
Cleavage Fracture in Mild Steel—H. E. 
Davis, E. R. Parker, and A. Boodberg, 483. 
Discussion, 500. 

The Velocity Aspect of Tension-Impact Test- 
ing—William H. Hoppmann II, 533. 
Discussion, 545. 


See Refractories. 


See also Electrical Insulating Materials. 
Electrical Insulating Materials. Report of 
Committee D-9, 364. 
Engineering Laminates — Fundamentals 
Underlying the Problems of Their Inhomo- 
geneity. Twenty-first Edgar Marburg Lec- 
ture—Walter C. Voss, 449. 
Hardness and Abrasion Resistance of Plas- 
tics,—L. Boor, J. D. Ryan, M. E. Marks, 
and W. F. Bartoe, 1017. 
Ignition Temperatures of Rigid Plastics— 
E. M. Schoenborn and D. S. Weaver, Jr. 
Published in ASTM Bouttetin, No. 146, 
May, 1947, p. 80. Discussion, No. 148, 
October, p. 86. 
Investigation of the Resistance to Impact 
Loading of Plastics—H. Liander, C. Schaub, 
and A. Asplund. Published in ASTM 
BuLtetin, No. 148, October, 1947, p. 88. 
Plastics. Report of Committee D-20, 421. 
Summary of Proceedings of the Symposium 


Plastics—continued. 
on Effect of Low Temperatures on 
Materials, 1150. 

Universal Plastics Testing Machine—G. S. 
Burr, W. J. Gailus, J. O. Silvey, S. Yurenka, 
and G. H. Dietz, 1030. Discussion, 1040. 

A Variable-Span Flexure Test Jig for Plastic 
Specimens—B. M. Axilrod, R. W. Thiebeau, 
and G. E. Brenner. Published in ASTM 
BULLETIN No. 148, October, 1947, p. 96. 


Plating. 
See Electrodeposited Coating. 


Plywood. 7 
See also Wood. 
Wood. Report of Committee D-7, 358. 
Polarographic Methods. 
Chemical Analysis of Metals. Report of 


Committee E-3, 431. 

Polarographic Determination of Tetraethy]l 
Lead in Gasoline—Richard Borup and 
Harry Levin, 1010. 


Polish. 


Measurement of Metal Polish Performance— 
F. E. Clarke and Robert C. Adams. Pub- 
lished in ASTM Buttetin, No. 147, August, 


1947, p. 57. 


Portland Cement. 
See Cement. 


Presentation of Data. 


Transitional Evaluations and Treatment of 
Experimental Data Subject to Very Wide 
Scatter—Wendell P. Roop. Published in 
ASTM Buttetin, No. 147, August, 1947, 
p. 73. 


President’s Address and Talks. 


Our Stake in Materials Progress, Annual 
Address by the President, A. W. Carpenter, 
32. 

Progress in Chemical Industry Through 
Research and Standarization—Arthur W. 
Carpenter. Published in ASTM Buttetin, 
No. 146, May, 1947, p. 58. 

Progress in Rubber—Arthur W. Carpenter. 
Published in ASTM Buttetin, No. 144, 
January, 1947, p. 9. 
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Science Advancing—the Future of Testing— 
_ E. U. Condon. Published in ASTM 


Report of Advisory Committee, 


Protective Coatings. 


Corrosion. 


Pressure Method. 


Comparison of Three Methods of Measuring 
Air Entrainment in Concrete—Alexander 
Klein, David Pirtz, and C. B. Schweizer, 
876. General Discussion, 905. 

Measurement of Air Contents of Concrete by 
the Pressure Method—H. W. Russell, 886. 
General Discussion, 905. 

Procedures for Determining the Air Content 
of Freshly-Mixed Concrete by the Rolling 
and Pressure Methods—Carl A. Menzel, 
833. General Discussion, 905. 


Printed Electric Circuits. 


Science Advancing—the Future of Testing— 
E. U. Condon. Published in ASTM 
BuLLeTIN, No. 146, May, 1947, p. 53. 


Proximity Fuse. 


BuLtetin, No. 146, May, 1947, p. 53. 


Publications. 


See Papers and Publications. | 


Pycnometer Method. 


The Pycnometer Method for Determining 
Entrained Air in Concrete—J. C. Pearson, 
897. General Discussion, 905. 


See also Statistical Analysis. 

People, Things, and Words—A. G. Ashcroft. 
Published in ASTM Buttetin No. 145, 
March, 1947, p. 54. 

Quality Control of Materials. 
Committee E-11, 445. 


Surface Areas of High-Calcium Quicklimes 


and Hydrates—H. R. Staley and S. H 
Greenfeld, 953. Discussion, 965. 


Quality Control. 


Report of 


Quicklime. 


See also Lime. 
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Radio Materials. 


See Electronic Materials. 


Radiography. 
Discussion of the Practical Application of the 
Van de Graaff Electrostatic X-ray Genera- 
~tor—D.T.O’Connor. Published in ASTM 

No. 148, October, 1947, p. 57. 


Metallography. Report of Committee F-4, 
435. 
Radiographic ‘Testing. Report of Com- 


mittee E-7, 441. 

Science Advancing—the Future of Testing— 
Ek. U. Condon. Published in ASTM 
BuLLeTIN, No. 146, May, 1947, p. 53. 

Sensitometry of Radiographic Films Exposed 
to Two-Million-Volt X-Rays—E. A. Burrill 
and W. W. Buechner. Published in ASTM 
BULLETIN No. 148, October, 1947, p. 52. 


Rating Exposure Tests. 


Inspection of Exposure Test Panels with 
Anodic Electrodeposited Coatings—Gustaf 
Soderberg, 826. 

Inspection of Exposure Test Panels with Non- 
decorative, Electrodeposited Cathodic, 
Coatings—H. A. Pray, 822. 

Rating Exposure Test Panels of Decorative 
Electrodeposited Cathodic Coatings—W. 
A. Wesley, 803. Discussion, 815. 


Rayon. 


Textile Materials. Report of Committee 


D-13, 395. 


Refractories. 

Refractories. Report of Committee C-8, 238. 
Research. 

Corrosion. Report of Advisory Committee, 


211. 

Effect of Temperature on the Properties of 
Metals. Report of Joint Research Com- 
mittee, 205. 

Progress in Chemical Industry Through Re- 
search and Standardization—Arthur W. 
Carpenter. Published in ASTM Butietin 
No. 146, May, 1947, p. 58. 

Report of Administrative Committee on 
Research. Appendix III, Annual Report 

of the Board of Directors, 81. 
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Road Materials. 


Roofing Materials. 


Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter and E. A. 
Sticha, Appendix, Report of Joint Rescarch 
Committee on Effect of Temperature on 
the Properties of Metals, 207. 


See also Aggregates; Brick; Cement; _ 


Concrete; Soils; Bituminous Matertals. 

Road and Paving Materials. Report of 
Committee D-4, 344. 

Soils for Engineering Purposes. Report of 
Committee D-18, 408. 

Summary of the Proceedings of the Sym- 
posium on Load Tests of Bearing Capacity 
of Soils, 1152. 

Test. for Thermal Diffusivity of Granular 
Materials—William L. Shannon and Win- 
throp A. Wells, 1044. Discussion, 1055. 

Uplift Soil Pressure on Bridge Foundations as 
Revealed by Shear Tests—G. O. Kerkhoff 
and W. S. Housel, 1056. 

The Use of the Maximum Principal Stress 
Ratio as the Failure Criterion in Evaluating 
Triaxial Shear Tests on Earth Materials— 
W. G. Holtz, 1067. Discussion, 1077. 


Rockwell Hardness. 


See Hardness Testing. 


Bituminous 
Materials. 


Waterproofing 


and Roofing 

Report of Committee D-8, 361. 

Fire Tests of Materials and Construction. 
Report of Committee E-5, 436. 

Ten Years’ Outdoor Exposure of Filled As- 
phalt Coatings on Saturated Felts—G. L. 


Oliensis. No. 144, January, p. 32. Dis- 
cussion, p. 41; Published in ASTM Bu te- 
TIN, No. 147, August, 1947, p. 88. « 


Rolling Method (Concrete). 


Procedures for Determining the Air Content 
of Freshly-Mixed Concrete by the Rolling 
and Pressure Methods—Carl A. Menzel, 

833. General Discussion, 905. 


Rubber Products. 


Burst Test Apparatus for Rubber and Syn- 
thetics—Austin Bryant. Published in 


ASTM Buttetin No. 148, October, 1947, 


p. 64. 
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Rubber Products —continued. 


The Effect of Air Circulation by Convection 
in the Test Tube Method of High-Tempera- 
ture Aging of Synthetic Rubbers—A. E. 
Juve, H. Boxser, D. F. Reahard, Jr., S. R. 
Doner, J. F. McWhorter, C. G. Cashion, 
G. D. McCarthy, and R. M. Howlett. 
Published in ASTM Boutterin, No. 147, 
August, 1947, p. 51. 

Progress in Chemical Industry Through Re- 
search and Standardization—Arthur W. 
Carpenter. Published in ASTM BuLtetin, 
No. 146, May, 1947, p. 58. 

Progress in Rubber—Arthur W. Carpenter. 
Published in ASTM Buttetin No. 144, 
January, 1947, p. 9. 

Report on Correlation of Laboratory and 
Service Abrasion Tests of Rubber Tire 
Treads—A. E. Juve, J. H. Fielding, and 
F. L. Graves. Published in ASTM Bu te- 
TIN No. 146, May, 1947, p. 77. 

Report on Effect of Plying-Up Compression 
Set Specimens when Making Compression 
Set Tests, Report of Task Section of Sub- 
committee XVII. Appendix. Report of 
Committee D-11, 387. 

Rubber and Rubber-Like Materials. 
of Committee D-11, 379. 

Summary of the Proceedings of the Sym- 
posium on Effect of Low Temperatures on 
Materials, 1150. 

Summary of Proceedings of the Symposium 
on Rubber Testing, 1151. 


Report 


Rupture Testing. 

Creep and Creep-Rupture Testing—G. V. 
Smith, W. G. Benz, and R. F. Miller, 615. 
Discussion, 636. 

Rusting Standards. 


Rating Exposure Test Panels of Decorative 
Electrodeposited Cathodic Coatings—W. 
A. Wesley, 803. Discussion, 815. 


Ss 
Salt Spray Tests. or 


See also Corrosion. 

Corrosion. Report of Advisory Committee, 
211. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 152. 

Some of the Effects of Cadmium, Zinc, and 
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Tin Plating on Springs—John R. Gustafson, 
782. Discussion, 801. 


Sampling Errors. 


The Effect of Sampling Errors on Unit Weight 
and Air Determinations in Concrete—J. C. 
Pearson and S. B. Helms, 914. Discussion, 
923. 


Sanford E. Thompson Award. 


Summary of Proceedings of 
Annual Meeting, 8. 
C-9, 246. 


the Fiftieth 
Report of Committee 


Saturated Felts. 


Ten Years’ Outdoor Exposure of Filled 
Asphalt Coatings on Saturated Felts—G. 
L.Oliensis. Published in ASTM 
No. 144, January, 1947, p. 32. Discussion, 
p. 41; No. 147, August, p. 88. 


Scratch Hardness Test. 


Hardness and Abrasion Resistance of Plas- 
tics—L. Boor, J. D. Ryan, M. E. Marks, 
and W. F. Bartoe, 1017. 

Methods for the Determination of Soft 
Pieces in Aggregate—D. O. Woolf, 967. 
Discussion, 984. 


Scuff Resistance Test. 7 


Proposed Method of Test for Scuff Resistance 
of Paperboard. Appendix II. Report of 
Committee D-6, 356. 


Sea Water Corrosion. 


See Corrosion; Immersion Testing. 


Set Test. 


Report on Effect of Plying-Up Compression 
Set Specimens when Making Compression 
Set Tests, Report of Task Section of Sub- 
committee XVII. Appendix. Report of 
Committee D-11, 387. 


A Study of the Transition from Shear to 
Cleavage Fracture in Mild Steel—Harmer 
E. Davis, Earl R. Parker, and Alexander 
Boodberg, 483. Discussion, 500. 

Summary of the Proceedings of the Sym- 


Shear Testing. 
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- posium on Load Tests of Bearing Capacity 
of Soils, 1152. 

Uplift Soil Pressure on Bridge Foundations as 
Revealed by Shear Tests—G. O. Kerkhoff 
and W. S. Housel, 1056. 

The Use of the Maximum Principal Stress 
Ratio as the Failure Criterion in Evaluating 
Triaxial Shear Tests on Earth Materials— 
W. G. Holtz, 1067. Discussion, 1077. 


Shellac. 


_ Corrosion. 
211. 
Electrical Insulating Materials. 

Committee D-9, 364. 


Report of Advisory Committe, 


Report of 


Paint, Varnish, Lacquer, and _ Related 
Products. Report of Committee D-1, 256, 

Shingles. 

Bituminous Waterproofing and _ Roofing 
Materials. Report of Committee D-8, 
361. 


Shipping Containers. 


Shipping Containers. 
D-10, 377. 


Report of Committee 


Siliceous Grit. 


Proposed Method of Test for the Siliceous 
Grit Content of Paper and Paper Products. 
Appendix I. Report of Committee D-6, 


354. 


Welding or Sticking of Electrical Contacts— 
Erle I. Shobert II, 755. 


Simulated Service Testing. 


Report of Adminstrative 
Simulated Service Testing. Appendix VI, 
Annual Report of the Board of Directors, 
89. 


Soaps and Detergents. 


Soaps and Other Detergents. Report of 
Committee D-12, 392. ; 


Sodium Sulfate Test. 


Relation of Absorption and Sulfate Test 

Results on Concrete Sands—Katharine 
Mather. Published in ASTM Bvt.etin, 
No. 144, January, 1947, p. 26. 


Committee on 


Soils. 


Soils for Engineering Purposes. Report of 
Committee D-18, 408. 

Summary of the Proceedings of The Sym- 
posium on Load Tests of Bearing Capacity 
of Soils, 1152. 

Tests for Thermal Diffusivity of C -anular 
Materials—W. L. Shannon and W. A. Wells, 
1044. Discussion, 1055. 

Uplift Soil Pressure on Bridge Foundations 
as Revealed by Shear Tests—G. O. Kerkhoff 
and W. S. Housel, 1056. 

The Use of the Maximum Principal Stress 
Ratio as the Failure Criterion in Evaluating 
Triaxial Shear Tests on Earth Materials— 
W. G. Holtz, 1067. Discussion, 1077. 


Solder. 


Non-Ferrous Metals and Alloys. Report of 
Committee B-2, 149. 


Solids in Water. 


Proposed Method for Determination of Total 
Solids in Industrial Waters of High Purity. 
Appendix. Report of Committee D-19, 
417. 


Spectroscopic Atalysis. 
Use of the Spectroscope in the Determination 


of the Constituents of Boiler Scale and Re- 
lated Compounds—Alton Gabriel, Howard 
W. Jaffe, and Maurice J. Peterson, 1111. 


Discussion, 1117. 


Speed of Testing. _ 


Methods of Testing. Report of Committee 
E-1, 425. 

Universal Plastics Testing Machine—G. S. 
Burr, W. J. Gailus, J. O. Silvey, S. Yurenka, 
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